
Single-slot P2 Drive for fast, reliable offloads.  
Offers total compatibility with PC/Mac desktops and laptops,  
as well as the flexibility of USB bus power. 

AJ-PCD2G
Memory Card Drive

* The 30 MB/s transfer rate is the maximum rate. The actual transfer rate 
may be lower due to various factors, such as the file being transferred, the 
performance of the system (computer/OS) used, the application software 
and the P2 card version.

The AJ-PCD2G Memory Card Drive is a compact, lightweight, low-cost 1-slot P2 drive. This compact device is 

driven by bus power from a USB 2.0 interface. It enables space-saving, high-mobility operation when combined 

with a laptop PC or a MacBook. The AJ-PCD2G loads data from a P2 

card at a transfer rate of 30 MB/s,* and comes with driver software 

for both Windows (XP/Vista/7) and Mac OS X (10.5/10.6).

The AJ-PCD2G supports all P2 card sizes, P2 formats and frame rates 

in HD and SD. With a 64GB P2 card inserted, the PCD2 can offer 

immediate access to more than four hours of DVCPRO, two hours of 

DVCPRO50 or AVC-Intra 50, or more than an hour of DVCPRO HD or 

AVC-Intra 100 content.

Example: Connecting to MacBook Pro
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AJ-PCD2G Memory Card Drive/New “P2 drive”

USB Bus Powered Operation
The AJ-PCD2G is the first P2 drive to operate on USB bus power, 
thanks to its low power consuming design. Connecting to a PC or a 
Mac with USB cables (2 cables), with no power adaptor required, it 
offers excellent mobility and operational versatility.
* One cable for data transmission and power supply, and the other cable exclusively for power supply.

Compact, Lightweight, Low-cost 1-Slot P2 Drive
The AJ-PCD2G is only 25.5 mm (1-1/16”) thick and weighs 200 g  
(0.4 lbs). It is also relatively inexpensive, and can be used 
conveniently in the field or on a desktop.

High-Speed Data Transfers  
with the Latest Win/Mac OS
The AJ-PCD2G is provided with driver software for Windows  
(XP/Vista/7) and Mac OS X (10.5/10.6), and supports the latest video 
applications for nonlinear editing and other tasks. The AJ-PCD2G is 
capable of loading data from a P2 card at a transfer rate of 30 MB/s*.
* The 30 MB/s transfer rate is the maximum rate. The actual transfer rate may be lower due to various 
factors, such as the file being transferred, the performance of the system (computer/OS) used, the 
application software and the P2 card version.

Specification
Power Source:  DC5V 0.5A

Weight:  200 g (0.4 lbs) main unit only

Dimensions:  W 97 mm x H 25.5 mm x D 113 mm 
 (3-7/8” x 1-1/16” x 4-1/2”) excluding protruding parts

Operating Temperature:  0 °C to 40 °C (32 °F to 104 °F)

Operating Humidity:  10 % to 85 % (no condensation)

Card Slot: PC card type II x 1 (CardBus standard)

Interface: USB Ver 2.0 standard

Connector Shape: USB mini-B connector ×  2

Accessories: USB cable × 2, CD-ROM

PC System Requirement
OS:  Windows XP Professional (SP3) 32 bit 
 Windows Vista Business (SP2), Ultimate (SP2) 32 bit/64 bit 
 Windows 7 Professional, Ultimate 32 bit/64 bit 
 Mac OS X 10.5.6 (Intel-based Mac) 
 Mac OS X 10.6.2 (Intel-based Mac)

Main Memory: 512MB or more memory for Windows XP or Mac OS X 10.5 
 1GB or more memory for Windows Vista, Windows 7 or  
 Mac OS X 10.6

 
Windows is a registered trademark of Microsoft Corporation in the United States and other countries.
Windows Vista is either a registered trademark or trademark of Microsoft Corporation in the United States 
and/or other countries.  Mac and Mac OS are trademarks of Apple Inc., registered in the U.S. and other 
countries.  Specifications and functions are subject to change without notice.
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